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GROUPO JP 3300i JPO 5500İ JP 9000i 

Corriente A 13/25/30 21,7/20,8    32,6/62,5/31,3 

Potencia nominal KW 3,0 5,0 7,5 

Salida máxima KW 3,3 5,5 9 

Voltaje nominal V 230/120/100 230/120 230/120/240 

Frecuencia Hz 50/60 50/60 50/60 

Número de fases  Monofásico Monofásico Monofásico 

Voltaje de CC V 12 12 12 

Corriente de CC A 8.3 8.3 8.3 

Capacidad del 
tanque de 
combustible 

L 3,7 16 3,7 

Tiempo continuo (%50 carga) 4 9 10,5 

Peso Neto KG  21,5 44 110 

Motor  JC164P JC180P JC460P 

Desplazamiento ml 145 312 459 

Dimensiones del 
paquete 

        mm 510/230/475 685/515/480 820/640/780 

Carga 
20GP/40GP/

40HQ 
308/644/805 132/272/340 74/149/150 

GENERADORES PORTÁTILES INVERTER 
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HAS OUR TOTAL SUPPORT

We are pleased to certify that this company, with its registered 
office (address as below), is fully authorised as an Original 
Equipment Manufacturer partner to incorporate Mecc Alte 
AC Generators when selling and distributing generating sets.

Mecc Alte also certifies that its products sold to this company 
are fully covered by the Mecc Alte Warranty.

Mecc Alte provides this company access to its extensive 
product knowledge in order to incorporate Mecc Alte AC 
Generators when selling and distributing generating sets.

World-class alternators 1 – 5,000kVA.
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